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a test facility is not available to con-
duct the testing.

(2) The manufacturer must complete
the required testing within one week
following commencement of the
testing.

(3) The manufacturer will be allowed
1 calendar week to send test hearing
protectors from the assembly plant to
the testing facility. The Administrator
may approve more time based upon a
request by the manufacturer. The re-
quest must be accompanied by a satis-
factory justification.

(f) Failure to comply with any of the
requirements of this section will not be
considered a violation of these regula-
tions if conditions and circumstances
outside the control of the manufac-
turer render it impossible for him to
comply. These conditions and cir-
cumstances include, but are not lim-
ited to, the temporary unavailability
of equipment and personnel needed to
conduct the required tests. The manu-
facturer bears the burden of estab-
lishing the presence of the conditions
and circumstances.

(Sec. 13. Pub. L. 92–574, 86 Stat. 1244 (42
U.S.C. 4912))

[44 FR 56139, Sept. 28, 1979, as amended at 45
FR 8275, Feb. 6, 1980; 47 FR 57717, Dec. 28,
1982]

§ 211.212–2 Test hearing protector se-
lection.

(a) The test request will specify the
number of test protectors which will be
selected for testing from the number of
protectors delivered to the test facility
in accordance with § 211.212–1(c)(5). The
remainder may be used as replacement
protectors if replacement is necessary.
The test request will also specify that
the protectors be selected from the
next batch scheduled for production
after receipt of the test request.

(b) If random selection is specified, it
must be achieved by sequentially num-
bering all the protectors in the group
and then using a table of random num-
bers to select the test hearing protec-
tors. The manufacturer may use an al-
ternative random selection plan when
it is approved by the Administrator.

(c) Each test protector of the cat-
egory selected for testing must have
been assembled, by the manufacturer,
for distribution in commerce using the

manufacturer’s normal production
process.

(d) At their discretion, EPA Enforce-
ment Officers, rather than the manu-
facturer, may select the protectors des-
ignated in the test request.

(e) The manufacturer must keep on
hand the test protectors designated for
testing until such time as the category
is determined to be in compliance.
Hearing protectors actually tested and
found to be in compliance with these
regulations may be distributed in
commerce.

(Sec. 13, Pub. L. 92–574, 86 Stat. 1244 (42
U.S.C. 4912))

[44 FR 56139, Sept. 28, 1979, as amended at 45
FR 8275, Feb. 6, 1980]

§ 211.212–3 Test hearing protector
preparation.

The manufacturer must select the
test hearing protector according to
§ 211.212–2 before the official test, and
must comply with the test protector
preparation requirements described in
this subpart:

(a) A test hearing protector selected
according to § 211.212–2 must not be
tested, modified, or adjusted in any
manner before the official test unless
the adjustments, modifications and/or
tests are part of the manufacturer’s
prescribed manufacturing and inspec-
tion procedures.

(b) Quality controls, testing, assem-
bly or selection procedures must not
be, used on the completed protector or
any portion of the protector, including
parts, that will not normally be used
during the production and assembly of
all other protectors of that category to
be distributed in commerce.

[47 FR 57717, Dec. 28, 1982]

§ 211.212–4 Testing procedures.
(a) The manufacturer must conduct

one valid test according to the test
procedures specified in § 211.206 for each
hearing protector selected for testing
under § 211.212–2.

(b) The manufacturer must not repair
or adjust the test hearing protectors
once compliance testing has been initi-
ated. In the event a hearing protector
is unable to complete the test, the
manufacturer may replace the pro-
tector. Any replacement protector will
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